
 
 

ISOPLAM S.R.L.     
Via E. Mattei, 4 – Z. I. Maser (TV) – Italia    Tel. (+39) 0423 925023   Fax (+39) 0423  926119    www.isoplam.it    
IDENTIFICAZIONE ISO 9001:2015                                                                          Rev. 27.08.2020 
 
 

 
 

PLAM STAMPABLE OVERLAY 
 

Fiber-reinforced hardener for low thickness stamped floors 
 
DESCRIPTION   
 
Isoplam® Plam Stampable Overlay is a fiber-reinforced and anti-shrinkage cementitious mixture, colored, 
anti-efflorescences and with additives, specifically formulated for the realization of 1-2,5 cm thick stamped 
floors, resistant to compression and abrasion.   
It is used for the realization of rock, bricks, ardesia effects, etc. These different varieties are obtained 
using, together with Plam Stampable Overlay Isoplam®, Isoplam® Moulds and Isoplam® Plam Rele. 
 
 
ADVANTAGES 
 
Plam Stampable Overlay Isoplam®: 

- Is easy to use, because it is ready for use and it can be kneaded easily;  
- With low thickness moulds, 1 cm thick floors can be realized; 
- Can be applied on new or existing supports; 
- The low quantity of water required in its mixture allows excellent durability performances; 
- Excellent resistance to compression and abrasion; 
- Realizes resistant and aesthetically beautiful floors.  

 
FIELDS OF USE 
 
Plam Stampable Overlay Isoplam® is very appreciated when low thickness stamped concrete with high 
resistance and beauty are required: sidewalks, roads, squares, pool boards, ramps, parking, showrooms, 
etc. 
 
APPLICATION 
 
Preparation of the support 
Prepare the support according to UNI 11146 and UNI EN 206, it must be clean and rough (to obtain a 
good adhesion), without oil, grease, wax or sealer contaminations. Get the floor wet the day before the 
application of Plam Stampable Overlay Isoplam®, taking care of removing possible water stagnation that 
would compromise the paste of Cement Primer Isoplam®. 
 
Preparation of the primer 
Add 4,5-5,5 liters of water to a bucket of 20 kg of Isoplam® Cement Primer and mix for about 3 minutes 
with a low speed stirrer up to a homogenous consistency.  
Apply the resulting mixture on the surface with an Isoplam® hard bristled broom up to a thickness of 1-2 
mm. Apply immediately “fresh on fresh” the mixture of Isoplam® Plam Stampable Overlay. In case 
Cement Primer dries too fast, it is necessary to apply another coat of product. 
An incorrect use of the primer may cause the detachment of Isoplam® Plam Stampable Overlay. 
 
Note: to have even greater guarantees of adherence, we recommend using the primer Skyprimer 
Isoplam® according to the technical data sheet. The next day carefully remove the excess quartz and 
apply the mixture of Plam Stampable Overlay fresh on hard. 

 
Laying of Isoplam® Plam Stampable Overlay 
Previously prepare the mixture of Isoplam® Plam Stampable Overlay, mixing homogenously for 3-4 
minutes a bag of 25 kg of product with 2,5 Lt of Deco Bind previously mixed with 2,5 Lt of water. Before 
the primer completely dries, lay and strike off the mixture Isoplam® Stampable Overlay as the established 
thickness, with the Isoplam® squeegees. 
Use a magnesium float Isoplam® to level the surface and then smooth the surface with a steel float 
Isoplam®. 
After that, apply Plam Rele Isoplam®, stamp the floor with Isoplam® Moulds and protect the surface with 
Isoplam® protective products. 
 



 
 

ISOPLAM S.R.L.     
Via E. Mattei, 4 – Z. I. Maser (TV) – Italia    Tel. (+39) 0423 925023   Fax (+39) 0423  926119    www.isoplam.it    
IDENTIFICAZIONE ISO 9001:2015                                                                          Rev. 27.08.2020 
 
 

 
 
 
 
 
RIPENING AND PRECAUTIONS 
 
Isoplam® Plam Stampable Overlay floorings require a particular ripening that must be slow and uniform 
on all the surface, to avoid cracking caused by different times of drying.   
It is strongly recommended the use of Isoplam® Non-woven (wet it with water for the first 48-72 hours) 
and of Isoplam® Nylon on it after having washed away the releaser Plam Rele. 
In order to avoid crackings, it is important to pay attention to temperatures, which should be between 
+5°C and +28°C and to climatic conditions of the day in which the mixture will be laid (for example, a 
windy day may cause a too fast drying).  
 
The existent joints must be respected, so they will be cut also on the new flooring on the existent one. 
Their cut should be made as soon as possible in order to avoid cracking caused by the plastic shrinkage.  
 
 
DOSAGE 
 
The consumption of Cement Primer is about 2 Kg/smq. 
The indicative consumption of Isoplam® Pavilux Overlay is between 17 kg/sqm and 22 kg/sqm for every 
centimeter of thickness. Do not exceed a thickness of 2,5 cm.  
The consumption of Deco Bind is about 2 Lt/smq for every centimeter of thickness. 
The consumption of Plam Hardening is about 3,5 Kg/sqm. 
The consumption of Plam Rele il about 0,15 Kg/sqm.  
 
 
 
TECHNICAL FEATURES 
 
Plam Stampable Overlay Isoplam® complies UNI EN 13813:2004. 
 
Performance feature Test method Product performance 
Reaction to fire - A1 

Corrosive substances release - NPD 

Water permeability - NPD 

Water vapor permeability - NPD 

Mechanical compression strength UNI EN 13892-2:2005 
> di 45 N/mm² a 3 gg 
> di 70 N/mm² a 28 gg  

Mechanical bending strength UNI EN 13892-2:2005 
> 8 N/mm² a 3 gg 
> 10 N/mm² a 28 gg 

Wear resistance UNI EN 13892-4:2005 AR2 

Abrasion resistance 
Amsler, attrito radente su 

percorso di 1000 m 
2,1 mm 

Sound insulation - NPD 

Sound absorption - NPD 

Thermal resistance ASTM E1530-11 1,2 [W/(m · K)] 

Chemical resistance - NPD 

VOC Emission  UNI EN ISO 16000-9:2006 A+ 

Adhesion force (fresh on fresh) UNI EN 13892-8:2004 2,79 N/mm² 

 
 
COLORS 
 
Isoplam® Pavilux Overlay is available natural gray, but Plam Hardening is available in 35 colours and 
Plam Rele in the 18 colours.  
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PACKAGING, STORAGE AND SAFETY 
 
Cement primer is supplied in 20 kg pots. 
Skyprimer is supplied in kit of 23 kg. 
Pavilux Overlay Natural Gray Isoplam® is supplied in 25 kg bags. 
Deco Bind is supplied in 20 Lt jars. 
Plam Hardening is supplied in 25 kg jars. 
Plam Rele is supplied in 13,6 kg jars. 
 
Store at temperatures between +5°C and +35°C.  
 
Consult the technical data sheets of the individual products for information regarding the conservation and 
shelf life of the products. 
Always consult the product safety data sheet before use. 
 
 
 
 
Each individual work must be completed using a single production lot, otherwise Isoplam Srl is 
not responsible for differences in color. 
 
 
 
 
 
 
 
 
 
IMPORTANT: 
The product PLAM STAMPABLE OVERLAY is intended for the use as indicated above. Adding any other product will impair the final result. All 
information contained herein is based on the best practical experiences and laboratory research. It is the customer’s responsibility to determine 
whether the product is suitable for the intended application. The manufacturer declines all responsibility on the results due to incorrect application 
of its products. The product shall always be tested on a small area before full scale application. This data sheet replaces all previous data sheets. 
ISOPLAM reserves the right to change the data on the data sheet at any time. PLAM STAMPABLE OVERLAY is intended for professional use only. 
ISOPLAM provides frequent and on demand trainings for its customers. The use of ISOPLAM products without receiving the proper certification 
will be at the customer’s own risk. 

 


